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[ _I. INTRODUCTION

A. BACKGROUND

The decision to repair or replace an item of equipment
when it has failed or is malfunctioning has received much

attention over the years by the Military Services, the Office

of the Assistant Secretary of Defense (I&L}, and other govern-

" ment agencies. Uniform criteria have been established by DoD

Instructions for certain commercial type equipments such as

materials handling equipment and motor vehicles in adminis-

trative use. Government-wide policy prevails in certain areas

such as office equipment. Each of the Military Services or

commodity managers within the Services has issued guidelines

or established certain criteria for repair-replace decisions.

There are at least 2 DoD Directives, 4 DoD Instructions,

18 Army Regulations and assorted documents, 6 Navy Documents,

2 Marine Corps Orders, 4 Air Force Regulations and Orders.

and 3 DSA Regulations that address the subject in one way or
1

another. The trend has been to achicve a greater degree of

uniformity within and among the Military Services in the

decision-making process affecting the repair vs. replacement

of certain equipment.

1 These documents were identified by an "Ad Hoc Group on
Repair Expenditure Limits" established on 25 July 1966 by the

f Equipment Maintenance and Readiness Council of the Department
of Defense. These documents are listed by number, title, and
date in Appendix E of the Ad Hoc Group's report submitted on

j21 June 1967 and for the convenience of the reader are repro-
duced in the same format in Appendix I of this report.

I
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The Logistics Management Institute has also addressed

the subject of repair vs. replacement of equipment, but from
1

a more fundamental point of view. The IMI study emphasized

the repair vs. discard decision at five stages during the

equipment life cycle, including the development of design

specifications, actual design, initial provisioning, design

review, and time of equipment failure. The first four stages

consider the decision to either normally repair a given type

of equipment or to discard it at time of failure. The last

stage presumes that the equipment has been designed and

designated as a reparable item and considers the economics

of repair vs. replacement with respect to an individual case-

It is this latter decision process with which this task is

concerned. While the earlier IMi study considered all five

stages, emphasis was placed on the benefits of making a

correct repair/discard decision during the earlier stages

of the equipment life cycle.

auring the earlier LHI study, a large number of previously

completed studies related to the subject were examined and the

more significant ones are identified in the report. Those

studies were performed by various military and contractor organ-

izations during the past five to ten years. All of the studies

examined dealt with one or more facets of the repair/discard

subject, although they did not all deal directly with th3 repair

or replace decision. Most of the studies examined proposed

mathematical decision models which appeared to be sound for the

specific application .-or which they were developed. 1-Mi could

not recommend any of the decision models, however, as suitable

1,M:1 Task 65-15, "Criteria for Repair vs. Discard Decisions,'
May 1966.



for general application because of one or -more of the foliowding

reasons:

() Scope of appzlication too restricted.

(2) Cost factors too detailed or not coppatible

with current cost accounting practices.

(3) Decision models too complex making them difficult

or costly to apply.

Despite the vast amount of research which has beer. directed

toward the subject and not-withstanding the unifor-maty in certain

areas -Which has been achieved through DoD and military policy

guidance, there still appears to be a certain illusiveness In

L the repair vs- replace decision-making process. in May 1966

the Subcommittee on Foreign Aid Expenditures of the Senate

Coittee on Government Operations pointed out that variations

still appeared to exist among the Military Services in criteria

for repair versus replace decisions and questioned uwhether DoD

po.licy in this area was adequaate.

Promoted b-y the Senate Subcorr~ittee hearin.gs, the Assistant

Secretary of Defense (I&L) in May 1966 recuestCed the Deputy

Assistant Secretary of Defen.se (Bcriment laintenance and -Read-

ness) to prepare for his appzroval a Wor-k Plan for reviewinc

rervair xpniuelimits amono the -Military Services 4;_c dieter-

mine if -i:;rther uniformitv -was fea-sible. The Work Plan -.as

prepared and submitted to the Assistant Secrecary of Defense (I&LI)

o n 13 June 1966. The Work Plan defined the repair vs. replace

[ decision process as one which jepr-nded initially on the comn ari-

son of two factCors--the "remair exp-enditure limit" and the 'cost

to repair. Thus, the Work P'lan proposed two task-s: 1) Estzb-

[ lish uniform criteria for estimating the "cost to repair'[consistent with cost accounting i;nst-rua-tions issued under D
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Instruction 7220.14; and 2) review rezr exmenditure linits

and Ii f- exmec-ancies for various tvzoes o' eaui=-ent within

t-he Services to determane the fEeasibilit-y 'o- greater uniformity..

The Work Plan -subsequently p~roposed that Task 1 be acco-

zpished brv the Directorate of M-aint-enance Policy with cioordina-

tion by the -Militarv Services. and that Task 2 be accom=1ished

:-,, an irnter-service ad hoc coamittee under the cuidance of the

Bauivc-ent YI-inftemance and R.eadiness Council-

Trhe Work Plan was co~roved by the -Assist;ant Secretary ofE

oefense (&)on 16 june 10966 and an Ad Soc Group w~as subse~puently

established -for the follvring oiuroose: 'To review current equip-

ment rereir exoenditure pii olicies anc cri-teria amonc the

-Xltr Services and IDSA to determ-ine if f1urther 2nifor=Lity

i s feasible im the area oz commer-ial desic.. su~oxrt-tv=e

equimment. and militarv cesign. cargo transport vehicles-' in

ad"dition, the Ad Goc -rouo'*s charter speckfiec certain guide-

lines regarding the pumpose, basis of deter-aination., and use

of reza ir exmenditure 1't.These ciid~ne rovided the

sine qua- non for the IMI az-aroach zrozosed in thais rezort and

will be descranbed in detail later in the rerort.

Inore to describ>e the objectives of this L!XI task in

promper xers-zective. it is useful to s-zmmar=iZ-e brief lv the fimd-

angs. conclus3aons and recom3-zndations of the Ad BOC Group-.

of the Ad oc Gro-

-1. 'Mere as no mublished DoDl general =ciizcv on repair

exe'nit'-e limits -mich:

(a) Defines the purp~ase of remeir expeniuze Ii ts.

(b) Provides guix_ ance for their develomma'mt, or-
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[ c) Prescribes the uses of repair expenditure limits.

2. The military departments and DSA have published re-

pair expenditure limits covering a wide range of

equipments. The stated objective of these repair

expenditure limits are similar in all cases.

3. Significant differences exist among the military

departments and DSA in the methodology, including

definitions cf terms, used to establish and apply

repair expenditure limits.

4. Repair versus replace decisions under current guidance

vary significantly among military departments for the

same or similar equipment in comparable condition."

Malor Conclusions of the Ad Hoc Group

"I. The differences found among the military departments

in the application and use of repair expenditure

limits result from a lack of general policy guidance.

2. Further uniformity is feasible under current organi-

zations and maintenance concepts in the area of:

(a) General policy as to the purpose and use of

repair expenditure limits.

(b) The methodology for development and application

of repair expenditure limits.

3. Complete uniformity of results is not feasible now,

and perhaps never will be, due to different uses,

environment, and density of equipments among the

military departments and DSA. By use of a common

methodology, however, it can be expected that like

equipment, used in a similar environment, in two or

K
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more services will have comparable repair versus

replace decisions applied.

4. Additional uniformity could probably be achieved,

however, under different equipment support concepts,

e.g.,

Use of standard commercial equipment at posts,

camps and stations with common repair criteria

and expenditure limits."

Recommendations by the Ad Hoc Group

"I. Publish a DoD Instruction defining repair expenditure

limits, their purpose and use, and prescribing broad

guidance for their development and application.

2. Initiate a task for development of a common methodology

for the establishment and application of specific

repair expenditure limits."

The Ad Hoc Group report containing the above findings,

conclusions and recommendations was submitted to the Equipment

Maintenance and Readiness Council on 21 June 1967. The Council

concurred with the recommendations of the Ad Hoc Group report

and subsequently recommended that the Assistant Secretary of

Defense (I&L) request the Logistics Management Institute to

undertake the task of developing a common methodology for the

establishment and application of specific repair expenditure

limits. This task was assigned to LMI on 24 October 1967.

B. OBJECTIVES AND SCOPE OF THE TASK

1
The overall objective as stated in the Task Order is

. to develop a common methodology for the establishment

IA copy of the LMI Task, 68-6, "Guidelines for Making Repair
Expenditure Decisions," is included in the report as Exhibit A.
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Fi and application of Repair Expenditure Limits which can be used

throughout the Department of Defense in making repair versus

replace decisions."

To achieve this objective, LMI was requested to assemble

the data necessary to develop the relationship between the
1

equipment acquisition price, life expectancy, age, and other

factors relevant to the repair versus replace decision; develop

guidelines ior establishing the economic repair limit for an

item or class of material based on these factors; and develop

a logic sequence for use by item managers in establishing

repair expenditure limits using the economic repair limit as

a base. In addition LMI was asked to consider the need for a

follow-on task to prepare a handbook for item managers to des-

cribe the decision logic sequence.

The objectives of the LMI task and the subsequent approach

proposed by LMI in this report are responsive to certain general

guidelines provided in the Ad Hoc Group charter regarding the

purpose, basis, and use of repair expenditure limits. These

guidelines are:

Purpose of Repair Expenditure Limits

1. The objective in establishing equipment repair expen-

diture limits is to prevent unwarranted expenditures

in the repair of equipment.

2. Repair expenditure limits should be set at or near the

1The term "equipment life expectancy" has no standard
definition which is universally accepted. The Ad Hoc Group on
Repair Expenditure Limits proposed the following definition:
"Life expectancy of an item is the planned average of the ages
of the individual items of materiel at the time they probably
will be i.tired from the service." LMI uses this definition of
life expectancy with some qualification. See Section D, Chapter
III of this report.



8

critical point where the remaining value of expected

performance would be exceeded by further investment

in repair cost.

Basis of Repair Expenditure Limits

3. The repair expenditure limit is a quantitative ex-

pression of the value of the estimated remaining useful

life of the equipment at a point in time based on

life expectancy, repl:cement cost, and other relevant

factors, such as anticipated obsolescence and stan-

dardization.

4. The decision to repair should be based on the result-

ing remaining expected performance of the equipment

in comparison with acceptable alternatives such as

replacement.

5. Individual costs incurred in the past or accumulated

repair costs are not a factor for consideration in

the decision to repair.

6. Since replacement cost cannot be accurately determined,

a standard inventory price will be used which is the

average unit investment in the equipment including

first destination transportation.
1

Use of Repair Expenditure Limits

7. The use of repair expenditure limits will cause an

evaluation and decision in each case where a repair

action is needed, before proceeding with repairs.

1
The standard inventory price is defined on Page 10 as

prop'osed by the Ad Hoc Group on repair expenditure limits.



Ii
9

8. Where the estimated cost to repair is less than the

repair expenditure limit, repair is normally author-

ized unless other specific guidance is provided.

9. Where the estimated cost to repair is more than the

repair expenditure limit, the facts must be referred

to the appropriate inventory manager for a decision

based on total knowledge of requirements, asset posi-

tion, replacement availability and other factors.

10. An estimated cost to repair in excess of the repair

expenditure limits will not, of itself, constitute

authorization to discard or to otherwise dispose of

Iequipment.

V C. STUDY APPROACH

It was recognized at the outset of the task that the normal

life expectancy of an item of equipment should itself be deter-

mined primarily on the basis of an economic analysis with due

consideration given to equipment obsolescence. The Ad Hoc Group

report indicated that no common methodology was currently fol-

lowed by the Military Services in determining equipment life

expectancy. The objectives of the task include the development

of a methodology for establishing the economic repair limit

based on, among other things, the equipment life expectancy.

Therefore, LMI considered it necessary to develop a methodology

for establishing equipment life expectancy as well as a method-

ology for establishing the economic repair limit.

The task was pursued in five principal steps as follows:

(1) identification of economic factors and allied

considerations affecting repair versus replace

decisions.
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(2) Examination of equipment cost versus use rela-

tionships including the analysis of sample data.

(3) Development of a methodology for establishing

equipment life expectancy based on various cost/

use relationships.

(4) Development of a methodology for establishing

economic repair limits based on equipment life

expectancy and various cost/use relationships.

(5) Development of a proposed decision logic network

for use by item managers in establishing repair

expenditure limits.

The results of our analysis are presented in Section III

of this report. The decision logic network is presented in the

report before the proposed methodologies for establishing equip-

ment life expectancy and economic repair limits in order to

provide the reader with an initial overview of the intended

application of such factors.
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II. CONCLUSIONS AND RECOMMENDATION

A. CONCLUSIONS

This task called for the development of a common method-

ology for the establishment and application of repair expenditure

limits based on a conclusion by the Ad Hoc Group on Repair Expen-

diture Limits that further uniformity in this area among the

Military Services is feasible and desirable. The task order

explicitly required that repair expenditure limits be based on

economic repair limits and that the economic repair limit be

based on certain factors including equipment acquisition price,

life expectancy and equipment age. The metholdolgy proposed

in this ceport is applicable to commercial design support type

equipment and military design cargo transport vehicles in accor-

dance with the general guidance given to the Ad Hoc Group on

Repair Expenditure Limits. In addition the methodology can

also be applied to any other types of ecuipment or components

thereof where the cost/use relationships required to apply the

methodology ccn be approximated with reasonable accuracy.

In developing a methodology compatible with the require-

ments set forth in the task order, several conclusions were

drawn with respect to applying a more disciplined approach in

determining equipment life expectancy and economic repair limeits.

These are;

1. If equipment life expectancy and economic repaim

limits are to be determined on a sound economic basis,

cost vs. equipment use or age behavior patterns must

be approximated with reasonable accuracy.

11
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2. Since cost/use behavior patterns associated wi-i

different types of equipment vary, no single fori:oula

can be applied to all equipments for determining equip-

ment life expectancy and economic repair limits.

3. Repair expenditure limits should be periodically

re-calculated to reflect changes in cost/use behavior

patterns.

4. Since the methodology developed in this report repre-

sents a departure from current practices, the prepara-

tion of a handbook for Item Managers should be deferred

until the methodology car be applied to specific

categories of equipment, tested, and the results

compared with the results achieved under current

practices.

B. RECOMMENDATION

It is recommended that the Department of Defense establish

test applications of the methodology proposed in this report

with respect to several selected types of equipment.



III. FINDINGS AND ANALYSIS

A. PRINCIPAL ECONOMIC FACTORS

Four of the principal factors which should be considered

in determining equipment life expectancy and economic repair

limits are:

(1) Acquisition cost-

(2) Support cost.

(3) Equipment downtime.

(4) Continued use requirements (or, conversely,

equipment obsolescence).

1. Acquisition Cost

The acquisi.tion cost is the standard inventory price

of a replacement item less the disposal value, if any, of the

item retired from service.

The Ad Hoc Group on Repair Expenditure Limits proposed

that the standard inventory price of a unit of equipment be

defined in a Depart-ent of Defense Instruction as follows:

"The Standard Inventory Price is the pub-

lished inventory unit price which represents

the latest purchase or production cost of

the item including first destination transpor-

tation costs to the user when ti'e purchase was

representative as to quantity, terms and other

conditions and which is considered to reflect

the probable unit cost of future procurement.

13
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For items, not purchased for over three

years, but for which new procurements are

anticipated in the future,a new inventory

price should be established which represents

the estimated price of the quantities anti-

cipated."

2. Support Cost

Support cost may be classified into two basic cate-

gories--operating cost and corrective maintenance cost. Opera-

ting cost includes all those elements of cost incident to the

operation of the equipment and which occur on a relatively

constant and repetitive basis such as: fuel or power consump-

tion; normal replacement of consumable components such as tires,

batteries, spark plugs, etc.; and normal preventive maintenance.

Corrective maintenance cost includes all those costs incident

to repair of the equipment due to failure or malfunction includ-

ing materials, labor, handling, and 3verhead burden incurred
1

at the repair facility.

Support cost is identified in these two categories

because operating cost with respect to many equipments may be

considered to vary at a constant rate with the use of the equip-

ment, while the rate at which corrective maintenance cost is

incurred generally increases with equipment use or age. In

any event the aggregate support cost will be considered as a

function of equipment use.

1The terms preventive and corrective maintenance as used
in the report are in agreement with the basic definition provided
in MIE-STD-778. For a more detailed description of preventive
and corrective maintenance, see LMI Report 65-15, "Criteria for
Repair vs. Discard Decisions, May 1966."
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3. Equipment Downtime

In some cases the cost associated with e juipment

downtime is significant in determining the economic life of

an item of equipment. Equipment downtime can result from either

preventive or corrective maintenance. For example, suppose

that a special vehicle has a standard inventory price of $30,000

and has a normal life expectancy of 20 years. Suppose further

that during the normal service life the vehicle is inoperative

for an aggregate period of two years because of corrective and

preventive maintenance, and that -while the vehicle is inopera-

tive, another identical vehicle is used to perform the intended

function. Thus, one might reason that the acquisition cost of

the vehicle should include not only the initial purchase price

but also an additional cost of providing a replacement vehicle

during periods of non-operation. It might furthez be reasoned

that this additiona] cost is to the standard inventory price

as the downtime is to the operational time during the normal

service life of the vehicle. Thus in the examDle cited the

additional cost of providing a replacement vehicle during periods

of downtime for corrective and preventive maintenance is $3,333;

and hence, the acquisition cost to provide 20 years of needed

service is $33,333.

it should be recognized that the relationship between

cost and equi ment use may vary depending on the preventive

maintenance concept applied in any given case including the

extent and frequency of scheduled overhauls. While the optimum

economic life of an item of equipment can be determinee for any

given scheduled overhaul concept, it is best to consider the

total cost associated with different preventive maintenance

concepts before establishing the life expectancy.



In some cases the cost att-ributable to ecui'=Lent

domm44time for maintenance ;:ay be insignificant, and thus unneces-

sarv to consider in establishing equiiz-ent life expectancy- In

other cases downtime for -=.intenance rav be considered to vary

direct-W -with use of' the ecuirment.. In still other cases,

do'ntime for mainten-ance -mav occur at an increasing rate 'with

eciuimcemt use - In the latter two cases the cost associated

'with eauinment dcywnzime should be considered in establishing

__q~ V-'j 3 fe exe-CtnCV

Irnr-ee catecol-ies are therefore considered 'with Xresvect

to Zvmient dart-- for m-aintenance in -developing a tnethodol-

ogy for establishing er-uinrnent life expctanc'. T-hese are:

(a) Downtime for :-rint-enance insignificant;

(b) Do7n-tie for maintenance -varies atC a constant

rate -with ec-uiment use; and

1c) Dc-.nti=-e for -- intenance occur~s at an increasing

rate 'with eauiomerit use-.

4- Continued Use Reau-ireme-nts

The continued use of a given tVne-- o1 ec'.AnMent to

Performn some intended fun'cti'on stbe considered in determ-inir

lie ex~zectancV.. For exampale, if a given tvmpe of ec-nmtis

recuired indefzinitelvy. the optizum= liffe ex-mpectancy of a simsle

unit might be determi-ned to be five -years-. Ho'rever =~""~se
tv~~e or ecuam~~iment is rzwn to be recuirdfo ny ee yas

it. =Light be M-ore ecomi-cal to stretch the lifre ex=meCtancy to

seven yeers or reduce it to three and one-h-ia if year-s- Coansidera-

tion of the averall 'time a given type of einetis exmected

to be required is act-uially cosdrtOtto e5:UinM-ent 0.O3S

cenc=.. Except in those cases -.-here a given t-!-e ore rn
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is expected to become obsolete after a definite period, continued

use of a particular type of equipment will be considered to be

unending. Thus, use requirements will be specified in one of

two categories--indefinite use or limited use. If the latter

is specified, specific limits must be identified; e.g., ten

years, one million miles, sixty thousand operating hours, etc.

5. Allied Considerations

In addition to the principal economic factors described

above, there are a number of other considerations which should
be taken into account by the Item Manager before establishing

repair expenditure limits. Some of these factors are:

(a) Current and projected requirements for the

equipment, incl-ding mobilization requirements.

(b) Availability and lead time of replacements for

the item.

(c) Availability or over-stockage of repair parts.

(d) Requirements for, or feasibility of, moderni-

zation or standardization of the equipment.

(e) Feasibility of revising current preventive main-

tenance or scheduled overhaul plan in order to

achieve a lower rate of support cost.

(f) Feasibility of obtaining new equipment warranties.

(g) Current and projected depot workload.

(h) Feasibility of centralized depot repair or

overhaul.

These allied considerations might also impose constraints

on the decision to dispose of a given unit of equipment when the

-
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repair cost exceeds the established repair expenditure limit

for that category of equipment.

It is not intended that the above areas of considera-

tion represent an exhaustive list of all related areas of :!oncern;

nor is it intended to prescribe a precise method of evaluating

each allied area of consideration. It is rather intended that

the above list illustrates typical allied areas of consideration

which should be taken into account by the Item Manager, where

applicable and to whatever extent is required, before establish-

ing repair expenditure limits for a category of equipment.

Similar allied areas should be considered, where applicable,

with respect to individual units of equipment of high value

when the repair cost exceeds the established repair expenditure

limit.

B. EQUIPMENT COST VERSUS USE RELATIONSHIPS

In order to determine the equipment life expectancy on a

sound economic basis and the economic repair limit during that

life, certain normal cost/use relationships must be known or

at least be capable of approximation. These are:

* Support cost vs. equipment use or age-

* Disposal value vs. equipmert -se or age.

* Downtime for mainterpnce cost vs. equipment use

or age.

We found in this and previous studies that accumulated

support costs related to specific increments of equipment age

or use were not readily available with respect to most types of

equipment other than motor vehicles. However, for those equip-

ments where the age of individual units can be identified,
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sufficient cost data are generated in the repair operation to

enable the Item Manager to develop, on a sampling basis, repair

cost/equipment age relationships. Similarily other cost/use

relationships could be developed on a sampling basis, such as

operating costs vs. use, disposal value vs. use, and downtime

for maintenance vs. use.

To illustrate the type of cost/use relationship which

might be developed, we compiled a data sample from the Monthly

Motor Vehicle Operating and Maintenance Costs Report prepared

by Bolling Air Force Base. This report provides actual accumu-

lated repair cost and actual mileage at the end of the reporting

period for individual vehicles. Figure 1 depicts the cost

vs. use relationship for 122 vehicles in the "Light Sedan

Automobile" category. The solid line represents the normal

cost/use relationship and may be expressed, in the illustration,

by :he equation:
1

S = 76 + (2.2 x 10 )t + (1.8 x 10 )t
r

where S = the accumulated repair cost in dollars, andr

t = equipment use in miles.

Data were also obtained on a number of other types of

vehicles. Our analysis indicates that no general equation with

the same coefficients is feasible to satisfy the cost/use

relationship of even similar type equipments. Although the

cost/use relationships for "Light Sedan Automobiles" and

1This equation is presented only for illustrative purposes.

The data used were taken from a single source and may not repre-
sent a typical sample. The equation was determined by using a
Burroughs B 5000 computer program that allows curve-fitting on
an arbitrary number of points to a power series of a variable
number of terms which resulted in an 89.36% Goodness-of-Fit.



02

-0

z
UB

-4 rz)
U H %

0 0

< zD
CW 40

00

EN 0 Li

0' to ) u

z 0 m)

o + 0
$4 %r4

0) 0 0
zS

0) 0

0 U) 0 Ln

5. 1Accumulate rearCo-ti



"heavy Sedan Automobiles" may be satisfied by the same general

type of equation, the coefficients are unique to each category.

Thus, it is necessary to compile separate data samples for

each type of equipment fcr which economic repair limits and

equipment life expectancies are desired. However in developing

a methodology it is sufficient to examine only a limited sample.

It should be noted that cost/use relationships with respect

to most equipments are subject to some degree of control. For

example, the extent and frequency of preventive maintenance

actions can be manipulated to control the overall support costs

vs. equipment use relationship. It is therefore important to

recognize that the equipment life expectancy will tend to

represent an optimum service life under the maintenance concepts

from which the various cost/use relationships are derived.

Applying different maintenance concepts will most likely result

in different values of equipment life expectancy. The general

approach proposed herein can, therefore, be used as a basis for

comparing various maintenance concepts in addition to providing

a methodology for establishing equipment life expectancy.

In selecting the curve which satisfactorily approximates

the cost/use relationship for a given type of equipment, one

should use the simplest form available which will be reasonably

accurate.

Although each type of equipment may have its own unique

set of cost/use relationships, there are several relatively

simple types of equations which would appear to satisfy the

cost/use relationships for most types of equipment. These

equations are described in Appendix II of this report.
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C. PROPOSED DECISION LOGIC NETWORK

The decision logic network for establishing repair expen-

diture limits proposed herein is compatible with the general

guidelines regarding the purpose, basis, and use of repair

expenditure limits as set forth by the Equipment Maintenance
1

3nd Readiness Council. The item Manager will develop repair

expenditure limits for categories of equipment under his cog-

nizance and make the results available to field and depot repair

personnel for use in determining whether or not a particular

item of equipment is authcrized for repair when it has failed

or malfunctioned. The repair expenditure limits for a specific

type of equipment will identify the equipment and indicate a

specific dollar limitation on the repair action at various values

of equipment age or some other measurement of equipment use.

In developing repair expenditure limits, six principal

steps are required by the Item Manager. These are:

Step i. Classification of Equipment.

Step 2. Identification of Constraints.

Step 3. Establishment of Equipment Life Expectancy.

Step 4. Establishment of Economic Repair Limits.

Step 5. Evaluation of Economic and Non-Economic Factors.

Step 6. Establishment of Repair Expenditure Limits.

Once the repair expenditure limits have been established,

These guidelines are set forth in the charter for the Ad

Hoc Group on Repair Expenditure Limits and are re-stated on
Pages 7, 8, and 9 of this report.
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two subsequent steps are required by field or depot repair

personnel in applying the repair expenditure limits. These

are:
i

Step 7. Estimate Repair Cost and Disposal Value.

Step 8. Make Repair/Replace Analysis.

Figure 2 shows a flow diagram of the decision logic network,

including the use of repair expenditure limits by repair per-

sonnel, which will aid in describing the above steps.

Step l. Classification of Equipment

Each type of equipment for which repair expendi-

ture limits are to be developed should be classified into cate-

gories of similar cost vs. use behavior patterns. In order to

do this, certain cost vs. use relationships must be developed

(Box lb in Figure 2). It would seem reasonable to expect that

certain cost/use relationships associated with many different

equipments could be expressed by equations of the same general

form where only the coefficients, constants, or standard inven-

tory price are unique to the particular type of equipment. in

such cases, formulae can be developed for a particular category

of equipment which will aid the Item Manager in establishing

equipment life expectancy and economic repair limits.

Some types of cost/use relationships of relatively simple

forms, which are believed to be typical of certain types of

equipment, are presented in Appendix II of this report. These

cost/use relationships are then grouped into nine different

categories to illustrate the methodologies proposed in this

repoit for calculating equipment life expectancy and economic

repair limits. (See Table 2, Appendix III and Table 4. Appendix

IV.)
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In determining the appropriate cost/use relationships for

a specific type of equipment, the Item Manager should perform

the following tasks:

(1) Select an appropriate unit of measurement for

equipment use, such as years of ownership, miles

driven, or hours of operation.

(2) Compile a sample of data reflecting accumulated

support costs at various quantities of equipment

use. The sample size should be sufficient to

cover a reasonable range of equipment use and

extreme variations of support costs within that

range. This type o' data is generally readily

available with respect to most types of vehicles.

For other types of equipment, it will probably

be necessary to develop the data sample from

depot level maintenance records on a case-by-

case basis. For new equipments that have no

historical data available, cost/use relationships

would have to be approximated by analyzing the

design characteristics of the equipment. In

such cases the cost/use relationships approxi-

mated should be reviewed and revised as actual

cost data become available.

(3) Using the data sample compiled in Task 2 above,

develop a support cost versus equipment use rela-

tionship which expresses accumulated support

cost as a function of equipment use. These

cost/use relationships can be determined by

applying any of a number of curve-fitting programs
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readily available in most computer libraries.
1

(4) Repeating Tasks 2 and 3 above, develop cost/use

relationships for a) disposal value vs. equipment

use, and b) equipment downtime costs vs. equipment

use.

(5) Determine whether the equipment will be used

indefinitely or for a limited period. If the

requirement for the equipment is known to be

limited or if the equipment is suspect of soon

becoming obsolete, then a definite period of use

should be identified. Otherwise, the equipment

should be considered to be required indefinitely.

Where obsolescence is to be considered, the Item

Manager might examine the probability that the

equipment will become obsolete at different

periods (e.g., 2, 5, or 10 years hence), and then

iden~tify the period of limited use at that point

when the equipment is most likely to become ob-

solete.

Step 2. Identification of Economic Constraints

Concurrent with the classification of equipment

by cost/use behavior patterns, the Item Manager should evaluate

the current ani projected equipment requirements and support

posture for each type of equipment being considered in order to

determine any economic constraints which should be imposed on

the repair vs. replace decision (Box 2 of Figure 2). Several

lThe form of equation used to describe the normal cost/use
relationship may be any one of those discussed in Appendix II
of this report, or, if more appropriate, it may be of some other
form.
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areas are indicated on Page 17 of this report which should be

considered as a minimum by the item Manager.

Step 3. Establishment of Equipment Life Expectancv

Applying the cost/use relationships developed in

Step 1 above, the Item Manager will determine for each type of

equipment the normal equipment life expectancy. The methodology

proposed for accomplishing this is described in Section D and

Appendix III of the report. Depending on the nature of the

cost/use relationships, formulae for calculating the equipment

life expectancy with respect to certain categories of equipment

can be obtained from Table 2, Appendix III.

Step 4. Establishment of Economic Repair Limits

Applying the cost/use relationships developed in

Step 1 above, and utilizing he equipment life expectancy devel-

oped in Step 2, the Item Manager will determine for each type of

equipment the economic repair limit at various ratios of equip-

ment age to equipment life expectancy. The methodology proposed

for accomplishing this is described in Section E and Appendix

IV of the report. Depending on the nature of the cost/use rela-

tionships, formulae for calculating the economic repair limit

with respect to certain categories of equipment can be obtained

from Table 4, Appendix IV. The economr-ic repair limit is deter-

mined without consideration of any economic or non-economic

constraints which micht have been identified in Step 2. Thus

the economic repair limit developed here may not necessarily

become the repair expenditure limit.

Step 5. Evaluation of Economic and Non-Economic Factors

At this Point the Item Manager wilL considei the

economic repair limit in conjunction with any constraints
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In addition the disposal value of the item in its unrepaired

condition is estimated.

Step 8. Field or Depot Level Repair/Replace Analysis

Repair personnel will compare the ertimated

repair cost with the repair expenditure limit for the appropriate

equipment age. If the es%.imated repair cost is less than the

repair expenditure limit, then repair is authorized without

further a',proval. lf not, the decision to repair Is referred

to the Item Manager.

D. ESTABLISHING EQUIPMENT LIFE EXPEC'TANCY

1. De-nition

The Ad Hoc Group on Repair Expenditure Limits proposed

the following definition for equipment life expectancy:

"Life expectancy of an item is the planned

average of the ages of the individual items

of materiel at the time they probably will

be retired from the service."

This Ad Hoc Group definition is not specific with

regard to whether or not the "planned average age" is determined

on the basis of an economic analysis with due consideration given

to equipment obsolescence. In order to insure Lnis for the

purpose of establishing equipment life expectancy we have re-

defined the term to emphasize the goal of achieving an optimum

economic life. Our definition is:

The life expectancy of an item of equipment

is the average amount of use per unit which

will cause a minimum total system cost in

fulfilling a given requirement.
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Total system cost as used in the above definition

includes the cost of acquiring, operating, and maintaining a

number of like items over a specified period.

The amount of use and the requirement for such use is

usually expressed in units of elapsed time such as years or

months. However, in some cases it may be more appropriate to

express the use of equipment in terms of performance delivered,

such as miles driven or hours of operation.

2. Objective

The objective is to develop a methodology for estab-

lishing the life expectancy of a specific type of equipment

within a specified category of equipment in accordance with the

above definition of equipment life expectancy. The methodology

will consist of (1) mathematical models for calculating the

life expectancy of a given item within a specified equipment

category, and (2) procedural guidelines for determining the

specific equipment category within which a given item of equip-

ment should be classified. The methodology for establishing

equipment life expectancy is intended to be applied by Item

Managers within the Department of Defense. The equipment life

expectancy will subsequently be used as a basis for determining

the economic repair limit for an item of equipment when such

items require repair during the normal life expectancy period.

3. General Approach

The general approach to establishing equipment life

expectancy is to determine the length or amount of service for

which a single unit of equipment should normally be retained

before disposal in order that the total cost associated with

the lise of such equipment over a specified period will be
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at a minimum. A mathematical model is developed for this pur-

pose in Appendix III.

E. ESTABLISHING THE ECONOMIC REPAIR LIMIT

1. Definition

The economic repair limit is defined in this study

as the maximum expense allowed in returning a failed or mal-

functioned item of equipment back to serviceable condition at

a given point during the normal equipment life expectancy so

that the overall cost of retaining the item does not exceed

the overall cost of replacing it with a new like item.

2. Assumptions

(a) The failed equipment has, up to the time of

failure, followed a normal pattern of cost/use

relationship for the general category of equipment

in which it is classified.

(b) The failed equipment, if repaired, will continue

to follow a normal pattern of cost/use relation-

ship for the general category of equipment in

which it is classified.

(c) The failed equipment, if repaired, will provide

satisfactory performance.

(d) The anticipated repair is basically corrective

in nature and is not part of the preventive

maintenance or scheduled overhaul plan.

(e) The standard inventory price of a new item is

the same as the standard inventory price of the

failed item.
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(f) The normal cost/use relationships of a new item

are the same as the cost/use relationships of

the failed item.

(g) A new item will provide satisfactory performance.

3. General Approach

The general approach is to: (1) determine the antici-

pated cost of retaining the failed item for the duration of

its normal life expectancy period, including the cost to repair

the item at any given point during that period; (2) determine

the anticipated cost of discarding the failed item and replacing

it with a new one for the remaining period of normal life ex-

pectancy; and (3) by equating these two costs, determine the

maximum amount that could be expended for a single repair at

a given point during the normal life expectancy period.

F. ILLUSTRATION

A simple hypothetical case is presented in order to illus-

trate the application of the methodology. Suppose that a special

military design cargo vehicle has a standarl inventory price of

$6,000 per unit, and because of its unique application has no

commercial value, so that the disposal value at any age of the

equipment is equal to the salvage value of its components which

we will suppose is $1100. Suppose further that the vehicle is

assumed to be required indefinitely and that the cost of equip-

ment downtime is considered insignificant. Finally, suppose

that a data sample of accumulated support cost at various values

of equipment age has been analyzed dnd the average support cost/

age relationship can be approximated by the equation:

S = loot + 81t
2

L
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where S is the accumulated support cost and t is equipment age

in years.

Based on the above, the following conditions may be stated:

* Support cost/use relationship: S = 100t + 81t2

* Disposal value/use relationship: V = 1100

* Downtime/use relationship: D = 0

& Equipment obsolescence: Indefinite use of equipment.

Referring to Table 1 and Table 2 in Appendix III, the

vehicle in our example is characteristic of Category II for

which a formula for calculating equipment life expectancy has

already been developed, namely:

U-b
C 

2

where e = equipment life expectancy

U = standard inventory price, $6,000 in this case

b = constant disposal value, $1100 in this case, and

c2 = the coefficient (81) in the support cost/use equation.

The equipment life expectancy in this case solved by the

above equation:

6000 - 1100
e =  = 7.7 years

Now referring to Table 4 in Appendix IV, the economic

repair limit for the vehicle in our example can be determined

by the following equation:

2
(ERL) = (I - r) (U - b) + b - Va

where (ERL) = the economic repair limit

r = ratio of equipment age to equipment life expectancy,

and
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Va = disposal value of the equipment in its unrepaired

condition at equipment age (a).

In this example Va = b, so that the equation may be stated:

(ERL) = (1 - r)2 (U - b)

Applying the above equation the following table can be

developed:

equipment aae Economic Repair Limitequipment life expectancy (ERL)

.0 $4900

.1 3969

.2 3136

.3 2401

.4 1764

.5 1225

.6 784

.7 441

.8 196

.9 49

1.0 0

Assuming there are no overriding constraints, the repair

expenditure limits in this example may be established in accor-

dance with the economic repair limits indicated in the above

table.



EXHIBIT A

ASSISTANT SECRETARY OF DEFENSE
Washington, D. C.

Installations and Logistics -DATE: 24 October 1967

TASK ORDER SD-271-80
(TASK 68-6)

1. Pursuant to Articles I and III of the Department of Defense

Contract No. SD-271 with the Logistics Management Institute, the Insti-
tute is requested to undertake the following task:

A. TITLE: Guidelines for Making Repair Expenditure
Decisions

B. SCOPE OF WORK: The objective of the task is to develop
a common methodology for the establishment and application of

Repair Expenditure Limits which can be used throughout the Depart-

ment of Defense in making repair versus replace decisions. Three

major segments of the task are:

1) To assemble the data necessary to devalop the rela-

tionship between the equipment acquisition price, life expectancy,
age, and other relevant factors to the repair versus disposal
decision.

2) To develop guidelines for establishing the economic

repair limit for an item or class of material based on equipment

acquisition price, life expectancy, age, and other relevant factors.

3) Development of a logic sequence for use by item man-
agers in establishing Repair Expenditure Limits. This decision
process will consider the economic repair limit as a base, but

provide for consideration of additional factors on a systematic
basis.

As a part of this task LMI will consider the need for a

follow-on task to prepare a suitable handbook for Item Managers to

describe the decision logic sequence. The OSD(I&L) will be advised
as to the results of this consideration.

2. SCHEDULE: This task will be completed approximately four

months after work is begun.*

s/Tho-mas D Morris

ACCEPTED s/Barry J. Shillito

DATE October 24, 1967

* Subsequently revised to 31 October 1968



APPENDIX I

DIRECTIVES - INSTRUCTIONS - REGULATIONS

REPAIR EXPENh-DITURE LI..ITS

DEPARTMElrl OF DEFENSE

DoD Directive 3232.1. "Department of Defen-e Maintenance Engineer-
ing Program" dated November 3, 1965.

DoD Directive 4151.2, "Management of Dect Maintenance Activities"
dated October 3, 1960.

DoD Instruction 4150.1, "Maintenance of Office Machines and Office
Furniture", Change 1 dated July 7, 1960.

DoD Instruction 4150.2, "Repair Limits and Life Expectancies for
Materials Handling Equipment" dated April
28, 1955.

DoD instruction 4150.4, "Replacement and Repair Guidance and Life
Expectancies for Commercial Design Vehicles"
dated April 5, 1963.

DoD Instruction 7220.21, "Uniform Criteria fcr Repair Cost Esti-
mates Used in Determination of Economical
Repair", dated December 23, 1966.

AR .50-1, "Maintenance of Supplies and E"oi_ ment-Maintenance Con-
ceDts" dated October 30. 1963.

AR 750-5, "aintenance of Supplies znd Er-.ipment - Organization,
7olicies, and Resr-xnsitilizies for Maintenance Operation"
dated August 3, 1964. Change 1 dated November 27, 1964.

AR 750-520, ".Maintenance of Supplies and Equipment Modernization
Program, Repair or Overhaul Criteria, Corps of Engineers
Equipment" dated May 19, 1959; Change 3 dated Fr--ruarv
13, 1964.

AIR 750-612, "Maintenance of SuDlies and Ecjipment Maintenance
Expenditure Limitations, Sional Corps Eauipment" dated
August 14, 1961.
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AR 750-713, "Maintenance of Supplies and Equipment Repair and Over-
hau.l of Army Aircraft " dated Feibzruary 16, 1962; Change
2 dated November 6, 1962.

AR 750-808, "Maintenance of Supplies and Equipment Repair Limitations
for Medical Equipment " dated April 29, 1960; Change 2
dated September 20, 1962.

AR 750-3900-1, "Maintenance of Sucoiies and Equipment Materials
Handling Eaipment' dated August 24, 1955; Change 2
dated July 13, 1960.

AIR 750-2300-7, "Maintenance of Supplies and Equipment Limits for
Repair cf Military Type Transport Vehicles" dated

June 23, 1961.

AR 750-3900-9, "Maintenance of Supplies and Equipment-Repair of
Ordnance Towed Wheeled Vehicles" dated February 2,

1960.

AR 750-2300-11, "Maintenance of Supplies and Equipment Maintenance
Policy for 1/4-Ton Military-Type Trucks" dated
February 23, 1962.

S3 710-1, "Surlply Control Replacement Factors for Army Materiel

dated October 1, 1962.

AG Ltr, "Replacement and Repair Guidance, and Life Expectancies

for Ccm~ercial Design Vehicles, FSC-2300 Class" dated
October 23, 1963.

SB 5-75, "Repair Criteria for Corps of Engineers Mechanical and
Special Ty.pe Eq-ipment" Change No. I dated April 16, 1963.
Change No. 2 dated December 28, 1965.

AG Ltr, "Military Type Transport Vehicle Maintenance Policy" dated
July C., 1962.

AG Ltr, "Depot Maintenance Policy for Military Design Transport
Tv-e Tac-tical Suppcrt Vneeled Motor Vehicles dated Septem-
ber 30, 1966.

AG Ltr, "Repair ExDenditure Limits, Truck 3/4 Ton, 4x4, M-37-M-43
dated April 14, 1965.

AI 742-2300--!, "Inspection and Classification of Military Type
Transport Vehicles" dated June 25, 1958.
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T- DRD 245, 'Overhaul Standards including Test Requirements for
Tank Automotive Vehicles" dated December 23, 1965.

NA\Yf

NavDocks P-300, "Management of Transpcrtaticn Equipment dated
June 1964.

BuDocks 1120C.19B, "Automotive Vehicles and Construction Equipment
(Civil Engineering Support Equipment); Mechanized
Processing of Annual Reviews for" dated October
15, 1963.

BuDocks Inst. 11200.12D, "Automotive Vehicles, Construction, Weight
Handling and Railway Equipment (Civil Engi-
neering Support Equipment); Ad-ministration
and Control of dated July 1, 1965.

BUSAN--DA Instruction 10490.22, "Materials Handling Equipment for
the Naval Shore Establishment and
Land Based Operating Forces; Adminis-
tration and Control of" dated October
22, 1965.

A--VSANDA Publication 289, "Materials Handling Equipment Maintenance
Manual" dated October 6, 1961.

BuWEPS Instruction 471C.3, "Rework of Damaged Aircraft; Cost Report-
ing Limitations" dated May 15, 1958.

Marine Corps Order 4710.2B, "Engineer Equipment Repair Criteria"
dated May 11, 1965.

Marine Corps Order 11240.50, "Replacement a-d Repair Guidance and
Life-Expectancies for Commercial-
Design Motor Vehicles" dated September
12, 1963.

AIR FORCE

AFR 66-27, "Depot Field and Organiz.ticnai Maintenance Base Self-
Sufficiency Program" dated Arril 18, 1963.

T.O. 36A-!-70, "Maximum Repair Al]awances, Condition and Manage-
ment Codes for USAF Vehicles" dated January 15, 1965.

T.O. 1-1-638, "Expeditious Repair and Disposal of Aerospace
Vehicles" dated February 23, 1962.



APPENDIX I
Page 4

AFLC Regulation 65-2, "Economic Repair Policy and Maintenance
Repair Level Coding" dated June 1964.

DEFENSE SUPPLY AGENCY

DSA Regulation 4145.18, "Utilization, Acquisition, Reporting: Re-
pair and Disposal of Powered and Nonpcwered
Materials Handling Equipment (MI-E) and
Storage Aids" dated November 4, 1964.

DSA Regulation 4151.4, "Technical Maintenance Standards for Defense

Supply Agency Items Requiring Depot Mainte-
nance" dated October 30, 1964.

DSA Regulation 4500.6, "Adm-inistration, Control and Reporting of
DSA Equipment" dated August 25, 1966.
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vehicles could be approximated by ar equation of the above type

when n = 2, in which case

S = clt+ c t Eq. (2)

The entire support cost for certain types of equipment

may increase at a constant rate with use of the equipment. For

example, operating cost rates way be :cnstant and worn out parts

or components may be continually replaced, resulting in a rela-

tively constant correctiv2 maintenarce cost rate. In such cases

the coefficient c2 may be considered equal to zero, and hence

S = clt Eq. (3)

2. Disposal Value vs. Use

As stated earlier, the acquisition cost of equipment

the difference between the standard inventory price and the

disposal value. Thus, the manner in which the disposal value

varies with equipment use can h.2ve a significant effect on the

optimum econoric life of the equipment. The simplest relation-

ship between disrcsal value and equipment use occurs in those

cases where the disposal value is constant. In such cases:

V = b Eq. (4)

where (V) is the disposal value and (bl is a constant.

In many cases, however: the disposal value of a unit of

equipment will decrease from its standard inventory price (U),

when it is first put into operation, to a constant value or ze"

after some quantity or period of use (t) . This is shown in

Figure 1 where the value approached is zero. Here the disposal

value (V) may be apprcxiirated by the general equation:

U = K + b Eq. (5)
1e+ qt

where V =the disposal value after some period of use (t);
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t = 0 = an apprcpriate measure of equipment use, such

as years;

U = the standard inventory price cf a single unit of

equipmernt;

q = a constant zoefficient applicable to a specific

type of equipment;

k a zonstan exponent of the variable (t) appli-

cable tc a specific type of equipment, and

b = the minimum disposal value of the equipment.

FIGURI i -- Disposal Value 'V) vs. Use (t) when

I ,

U~ 1 + qt

Disposal
"alue

I I

Eqiip. use 't)

A special case_ of thi abcve equaticn may satisfy many types

of equip-rrt wl--. k = i and b = 0; herce under these conditions

Eq. (6)

I - qt

The dispcsal value indizated by Eq. 15; and Eq. (6) is always

de:-reasinq and approa:hes sore rrirrrum value ,b or zero) , but never

actually rea:hes a rr-:lnurr value. in Tany cases such behavior is

suffflzr.tly a:curite to prcvide a piact-:al approxamation of the
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disposal value at any unit of use (t). However, in many other

cases the minimum disposal value is reached more abruptly and

remains constant thereafter. When such is the case the relation-

ship between disposal value and equipment use may generally be

approximated by taking the following approach.

FIGURE 2 -- Approximation of Disposal Value (V) vs. Use (t)
Between t =0 and t =t

U

Disposal
Value

(V)

tb

Equipment Use (t)

Referring to Fi.gure 2, suppose that the disposal value

of a given type of equipment is equal to its inventory price (U)

when it is first put to use and decreases to some constant value

(b) after (tb) years of use. in addition, when t _ tb, the

disposal value remains equal to (b). The equipment life ex-

pectancy (e) can then be developed without knowing the precise

relationship between disposal value and equipment use, providing

e %. On the other hand, if e-tb, some approximation of the

curve between t = 0 and t = tb is required. This curve might

be satisfactorily approximated by Equation (7) after determining

the coefficient (q) in the equation:
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(U-b) (tb-t)
V =  tb+ Ct + b, for t<tb Eq. (7)

V = b, for t = tb

where V = the disposal value of a given type of equipment

after (t) units of use;

U = the standard inventory price of a given type of

equipmen:;

t = an appropriate measure of equipment use, such as

years;

t. = a constant unit of equipment use after which theb

disposal value of the equipment remains constant,

b = the minimum disposal value of the equipment after
tb units of use; and

q = a constant coefficient applicable to a particular

type of equipment.

Since the disposal value (V) = U when t = 0, and V = b when
t= t.; two points on the curve are established (see Figure 2).

0

A third point can be fixed by deteimining the coefficient (q;

which will satisfy the equaltion at a given value of O<t<tb .

For example, suppose a certain type of vehicle which initia"Ly

cost $10,000 de~rr-ciates 25%,t of its ini-tial cast after the first

year of use and its disposai value reaches ; miniur of $200 after

10 years of use and remaina constant thereafter. T~hs, the co-

efficient for this type of vehicle can be determined from Eq. (7)

3s follows:
(IU-b) (t-t

_ _ _ _ - bV +b
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(- .25)(10,000) = (10,000 - 200)(10 - 1) + 200

10 + q(1)

q = 2.1

Using the calculated value of the coefficient (q) for a

given type of equipment, the disposal value of the equipment may

be approximated for all values of (t) by applying Eq. (7). In

applying Eq. (7), however, it should be noted that the curve

is only an approximation of the relationship between disposal
value and equipment use, and, as such, the coefficient (q)

should be determined at that point which will result in the best

overall approximation.

3. Downtime for Maintenance vs. Use

The costs attributable to equipment downtime for main-

tenance may or may not be significant, and hence may or may not

be considered in determining equipment life expectancy. If

such costs are believed to be significant, two cost/use relation-

ships are considered. First, consider the cost attributable to

downtime for maintenance when the rate at which equipment downtime

occurs is constant throughout the service life of the equipment.

Let D = cost attributable to equipment downtime due to

maintenance;

U = the standard inventory price of a single unit of

equipment;

t ' 0 = an appropriate measure of equipment use, such

as yeais; and

j = the average ratio of downtime per unit of equip-

ment use.

Thus, jt = the aggregate equipment downtime over a period of

usz_ (t)

The additional cost of providing replacement equipment during

-I
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periods of equipment downtime for maintenance is to the stan-

dard inventory price of the equipment as the equipment downtime

is to the equipment operating time.

Thus, D = t -

D = -- g-
1-j Ea. (8)

In many types of equipment, the rate of equipment downtime

increases significantly with equipment use. Thus, as tl-:. equip-

ment becomes older the frequency and length or the periods of

downtime increase, leading to an increasing value of (D). In

such cases, this increase in downtime cost should influence the

decision regarding equipment life e:.Pectancy and repair expen-

diture limits.

To approximate the future downtime, the nature of the

equipment as well as its past history of downtime should be

considered. In many cases the accumulated downtime (g) over a

period of use (t) may be approximated by the equation:

g = pt m  Eq. (9)

where p = a constant coefficient applicable to a specific type

of equipment, and (m) = a constant exponent applicable to a

specific type of equipment. Thus, in cases where the accumulated

downtime can be approximated by Eq. (9) above:

D = 3 U Eq. (10)
- tt
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DEVELOPMENT OF MATHE2MATICAL MODEL FOR ESTABL1i- TNG

EQUIPMENT LIFE EXPECTANCY

1. General Approach

The general approach to establishing equipmen: life

expectancy is to determine the length or amount of serv.ce for

which a single unit of equipment should normally be retained

before disposal in order that the total cost associated with

the use of such equipment over a specified period will be mini-

mum. Figures 3, 4, and 5 will aid in illustrating the general

approach.

Let C = total costs associated with the use of a single

unit of a specific type of equipment consisting of

acquisition costs (A). downtime for maintenance costs (D),

and support costs (S), so that

C =A + D + S Eq. (1)

Let t = an appropriate measure of equipment use, such

as years, so that each of the elements of total

costs can be expresscd as a function of (t).

Thus,

A U - f (t), where U is the standard inventory

price and f(t) is the disoosal value expressed

as a function of (t):

D = f2 (t) ; and

S = f3 (t.

Therefore,

C = fC(t) = U- f (t) + f2(t) + f3(t) andC t t 2 3 3
C ie) w.hen t =e. Ba (2)
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FIGURE 3

COST VS. USE OF A SINGLE UNIT OF EQUIP24ENTI

Total costs (c)
(C =A + D + S)

Ce - - - - - - - - - - - -

Cst (C Support costs (S)

Acquisition costs (A)

Downtimne for maintenance

t =e =equipmrent li-fe expectancy

Equiignent Use (t)

FIGURE 4

RATE OF COST VS. USE OF N UNITS OF EQUIP.MEN'T
CONSECUTI VELY

=dfc,(t)

Rate d

Cost

I re

Acc-u-ulated Eaou-1ment Use (Y)
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Ficure 5

TOTAL COST OF (N) UNITS VS. USE OF EQUIPM=2LT PER UNIT

C = NC = (N) (f4(e)

Total Cost y e 4

over y Years
(C )(y)

.Minimum

t = e = equipent life expectanCy

-aquipment Use Per Unit (t)
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Figure 3 illustrates the total cost (Ce ) for a single unite
of equipment when t = e.

Now, let e = equipment life expectancy of a single unit of equin-

ment which is to be determined, and

iN = the number of units which will be required over a

period of (y) years,

so that N = y. Eq. (3)

Let C = the total cost over (y) years,y
so that C = NC. Ea. (4)y e

Figure 4 depicts the rate at which total costs associated

with each unit are incurred .f each unit is retained for (e)

number of years, where the total costs associated with each unit

are represented by the area under each respective curve.

Na4, if the total costs over (y) years (C ) are plotted aty
various values of (t), the curve will show a minimum cost at

some value of (t) as indicated in Figure 5. The corresponding

value of (t) which results in a minimum value of C thereforey

represents the optimum life expectancy of a single unit of equip-

mE-nt. To determine this Roint, exDress C as a function of (e):

find the derivative of C. with respect to (e), set the derivati;e

eaual to zero and solve for the value cf je)

Thus, substiturling Eq. (2) and Eq. (3) into Eq. f4):

C [f
- e L4 i

No, expressing f,(e) i.. Its cocxtcnent Darts:

C = [ - f (e, fI e '5v 2 3

where

U = the standard _.-ent:-ry price

I
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fl(e) = the disposal value (V) = fl(t) when t = e

f 2(e) = downtime for maintenance costs (D) = f2 (t)

when t = e

f3 (e) = support costs (S) = f (t) when t = e, and
3 3

= number of units required over a period of (y)e

years if each unit is retained for (e) years.

2. Stratification of Equipment Categories

The general approach for establishing equipment life

expectancy, described above, can be applied for any given func-

tions of disposal value, downtime for maintenance costs, and

support costs provided such functions are expressed in co=.-on

units of measurement of equipment use, and provided the use of

like equipment is considered to be recuired indefinitely. The

equations resulting from the derivation, howiever, will be coM-

plex for complex functions of disposal value, downtime for

maintenance costs, and support costs, and hence may recu-ire the

use of a computer for expeditious solution. However, the normal

cost/use relationships with respect tc many :_ems of equircents

should be accurately approximated '- reatlvelv sim le functions,
in which case relatively s'*ple equations can be develoDed for

calculating the eaui=xent life expectancy'. It is, therefore,

desirable -o consider several different cost/use functions which

appear to be applcable t3 many types of eq-zi=-ent and for which

relativelv simple equations can be developed for calculating

ecuim.ent life expectancv. Table I descrii-s the various cost/

use relationships considered under four major categories (A

through D). A.nv co-mbination of t ese relationships zay be

.1.he coSt/use relationshims presented in Table i are dis-
cussed in so e d - i . o-x .
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aoolicable to a civen t%-:ze of ecui mnt.- For exA le a given

tvzme of ecuirxzent =-av '..ave a cost/use relationshio as indicated

in Table I bv category A2, B32, Cl. Dl._

Formulae are develoned in AD.endi_ V for eac-h category

that lends itself to a relatively si=.Dle derIvat: ,.n_ Table 2

surmarizes ;the resultS and I.tdcaa.S t~'os categories -.dere no

sim-zle formula i.s -rossible.

3. CRi-en .Osole sce.-ce

Ecuinment obsolescence -is considered only -en the

equizyment Delng ana-lvzed nias a s:>ecial ap)ollcaticon and i s ~'knn
to ha ve a limi ted use reur-.-nt -~eore. l c~~e

subjected to ecui~ment life ex:oectancv analyses should he clas-

sified into either one_ of the two following categolreJ;:

a) Id~- use off like equi-ient

b) limited use o_ lik'e equipment

1 f the eari=ment beic analyzed fzalls into the Cate-

gor o ~ne inie sethn he Dr-etes for calcuilatim=

ecauiDnent li-fe ex:nectancv (ej relmain as Deiul rs

and the formulae for calculatiz. (e) are indicated in categories

I thro=1A171 v-;E oPa h 1e 2..

On thne othner h--.d. if t-he eauizcent f alls intote

categorzv or iie;- ~e -hm h rocedures prev~ouslyv de s Cri zC

are m-odfe s',;'-- a o lifws:e

T In Other woras. zsirnc the s a.-e cosz:'=se eaos-- ---
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TABLE 1

I CATEGORIES OF VARIOUS COST/USE RELATIONSHIPS
CONSIDERED IN DEVELOPING FORMULAE FOR

ESTABLISHING EQUIPMENT LIFE EXPECTANCY

CATEGORY/DESCRI ITION

A. Support Costs vs. Use Relationships

1. S clt

2. S =ct + c2t2

3. S =clt + c2tn

B. Disposal Value vs. Use Relationships

S ~1. V bU

2.V" l+qt

3. V- (U-b)(tb-t) + b

tb + qt

4. V (Tj-b) + b
1 + qt

k

C. Equipment Obsolescence

1. Use of like equipment indefinitely

2. Use of like equipment limited

D. Equipment Downtime for Maintenance Costs
vs. Use Relationships

1. D=0

2. D= ( -1 -j)

3. D (t p tmm
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TABLE 2

FORMULAE FOR CALCULATING EQUIPMENT LIFE EXPECTANCY (e) BY
CATEGORIES OF VARIOUS COST/USE RELATIONSHIPS

Combinations of
Cost/Use Relation-

Cate- ships Described in Formulae
Qory Table 1 e=

I Al, Bl, Cl, Dl
B2 4 or as long as required
B3

A2, BI, Cl, DI l--

III A2, B2, Cl. D! U 1

IV A2, B3, Cl, Dl I(Ub (l+k) - th
qc2  q Provided e-.

I If ethb, use

e U-b

C2

V A2, Bl, Cl, D2 U(-j)b

C 2

tU -b
VI A3, Bl, Cl, Dl (nUl b)

1VII (lj n-1c )!2

VII A3, Bl, Cl, D2 ( U-(l-i)bf I(1-j}I (n-1) c2

All other combinations e must be calculated for eachVIII with Cl. case.

IX Any combination with e Same as the corresponding combi-
C2. nation with Cl to determine e1 .

* Using _X as a basis, determine e2
and e3.9 Calculate and compare C when
e = el, e2 , and e 3 .

Note: See pxrcedure cecribed in par.
3, Appendix III. P. 6.
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would otherwise prevail, calculate the equipment life

Iexpectancy if the equipment were to be used indefinitely.

Then, e I = the equipment life expectancy calculated under

the assumption that the equipment will be used indefinitely.

- Now, determine the number of units of equipment required

to satisfy a specific use requirement (y) by the equation:

N 1

If N1 is a whole number, then the equipment life expec-
tancy (e) for limited use equipment is equal to e. If

N 1 is not a whole number, determine N2 and N3

where
I 2 = nearest whole number (N 1 ; and

N3 = nearest whole number>NI .

Now, calculate e 2 and e 3 respectively from the following

equations:
e y

2 = 2

e3 N3

The next step is to calculate and compare the total cost

(C y) from the general cost equation (Eq. 5) for each value

of (e), that is, le = el; e2 ; and e3 ).

Let C = the total cost when e =

C = the total cost when e = e and

C = the total cost when e = 63*



APPENDIX III

Page 10

Since e2 and e3 result ir -l*. units of equipment being

used equally, the following general equations may be used

to calculate C and C :Y2 J'3-

C, = U - flt) + f(t) + f3(t when t = e2 ; and
ii [u f1 t 2. 3 (t2eY22

L = [u - fM(t) + f2 (t) + f 3 (tj when t = e3 -Y3 e31 1233

Since (e1 ) does not result in all units of equipment being

used equally, it should be assumed that all units except the

last one will be used equally, and the last one will be

used for whatever use requirement remains. Therefore:

C : N2 [U- f.,(t)+ f 2 (tl) + f 3 (tl)J

+ - f1(t 2) + f2 (t2 ) + f3 (t2 )]

when tI =e and t2 = y - N2el-

Finally, the equipment life expectancy (e) for an equip-

ment which has limited use requirements is equal to either

e1, e2 , or e3 , whichever results in the lowest total cost (Cy).e I • ey
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fDEVELOPMENT OF MATHEMATICAL MODEL FOR

ESTABLISHING ME ECONOMIC REPAIR LIMIT

1. General Approach

The general approach is to (1) determine the anticipated

cost of retaining the failed item for the duration of its normal

life expectancy period, inclui." . the cost to repair the item at

any given point during that period; (2) determine the anticipated

- cost of discarding the failed item and replacing it with a new

one for the remaining period of normal life expectancy; and (3)

- by equating these two costs, determine the maximum amount that

could be expended for a single repair at a given point during

the normal life expectancy period.

Referring to Figure 6, suppose that the rate at which sup-

port plus downtime costs are incurred is expressed by the equation

c'= f(t) =s' + D'

FIGURE 6

RATE OF SUPPORT PLUS DOWNTIME COSTS VS. USE
OF A SINGLE UNIT OF EQUIPMENT

Rate of (t New t am

Support I C 11
Plus Down- Failed
time Costs Itei
C'= S O + D' I

t=a t=e

Equipment Use (t)

where (s') and (D') represent the rate at which support and

-
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downtime costs occur, respectively. Suppose further that the

normal life expectancy occurs when t = e. Thus, when t = e,

the item would normally be discarded and replaced by a new item

which would result in decreasing the rate of costs (c') to the

same value as when t = 0. These costs rates are depicted in

Figure 6 by the solid lines. The cycle would normally be re-

peated for as long as the equipment is required.

Now, suppose that the equipment is required indefinitely

and that a specific item of equipment fails during a specific

life cycle when t = a, as shown in Figure 6. If the item is

discarded at this point and replaced with a new item, the rate

of costs (c) will be as indicated in Figure 6 by the dotted

line. in examining the costs of repairing or discarding the

failed item, let

CR = the costs incurred over the remaining life cycle of
the failed item, if the failed item is repaired at
t = a; and

CD = the costs allocated to the same period if the failed
item is discarded at t = a and replaced with a new
and identical item.

in examining the repair costs (CR ) first, let

M = the costs to repair the failed item when t = a; anda

V = the ultimate disposal value of the failed item or
e any identical item at the end of its normal life

cycle (i.e., when t = e). Thus,
e

fc'dt - V Eq.
CR =a + f e

a
e

wherej c'dt represents the remaining support plus downtime
a

costs anticipated throughout the normal life of the failed item.
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But C'= s'+ Wl, so that
e e

C R Ma- sidt + SD'dt Eq. (2)

a a

Now examine the discard costs (CD ) and let

V = disposal value of the failed item in its unrepaired
a condition when t = a; and

U = the standard inventory price of a new item of equip-

ment.

If the failed item is discarded and a new item of equipment

is placed into service before the normal life expectancy has

expired, three elements of costs should be considered: 1) the

disposal value of the failed item; 2) the additional acquisition

ccosts of a new item; and 3j that portion of the new item's sup-

port and downtime costs which should be allocated to the remain-

ing period ef the failed item's normal life expectancy.

The disposal value of the failed item should be determined

on the basis of the salvage value of the item in its unrep3ired

condition at the time of failure. The disposal value/use rela-

tionship used to determine the normal life expectancy is

generally based on the assumption that the equipment is in

satisfactory operating condition at all times. Therefore, care

should be taken not to apply the normal disposal value/use

'function as the only basis of determining the disposal value

of the item in its unrepaired condition. Unless the actual

value of the item in its unrepaired condition is known, it is

best to assume that the disposal value of an unrepaired item at

any given time of failure is equal to its minimum salvage value,

(b) or _(0).



APPE1MIX IV
,age 4

The additional accuisition cost incurred in placing a new

item into service in lieu of retaining the failed item is pro-

portionate to the period of use remaining (e-a) as the life

cycle acquisition cost (U - V ) is to the normal life expectancy
e

period (e). Thus,

Additional Acquisition Costs - j-j Ce-a)
. e i

It will be noted from Figure 6 that while the support and

downtime costs of a new item between t = a and t = e are sig-

nificantly less than such costs if the failed item is repaired

and retained in service for the same period, these costs are

incurred at a greater rate after the normal life expectancy period

if the new item is placed into service at t = a. Since it can-

not be anticipated how often any given iter will be subjected

to a repair/discard decision, the support and downtime costs

associated with a discard decision at t = a should be propor-

tionate to the period of use remaining (e-a) as the total life

cycle support and downtime costs (c') are to the normal life

expectancy (e). Thus,

Support and downtime costs c'dt e)

associated with discard lie

Therefore, the costs associated with a discard decision at

t = a may be expressed as follows:

e

= (U-V e ) (1 - V +a - cdt Ea. (3)
%ut e e a e f

But c' = s' + D', so that
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e e

= (u- (e 
- ) -v - -f'd afD d t

De. (4)

Let (ERL) = the econormic repair limit. - from Equation (2)
a

will equal (RL) -ben CR = C. 7-us, sbstitutig (ERL) for

M and equating Eq. (2) and -. (4)z

e e a e oe e

ve Js dt fD
a a

t r = a-,o that sbstituting and regrouping, the general

equation for calculating the economic repair Unit (E7!L) at any
equipment age (a) for a given t-pe of equipment havi.-n a normal

life expectancy (e) is:

IERL) (l-r) U-V+ s'dt + fdt- "dt - "dt + V - V
0 a

-here U = the standard inventory price of a given tyDe of eauip-

ment,

V e = the normal disposal value of a single unit of equip-

ment when the equipment has reached its normal life

exoe ctancv (a).

V = the dispesal value of a varticualr item of eqmipment

in its unrepaired condition at equipment age (a).

s' = the rate at w-hich operating and maint-enance costs

are incurred expressed as a function of e-ui~ment use (t).

D' = the rate at -hich daw-stime for -maintenance costs are

Aznrurred exDressed as a function of euipent use (t);
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and

r thee ratio of equip nt age to eqg-i nta. li-fe.

4- 7--cncm~ic Rteza;- Limit.. bw Siil~ nt Categories

.-;,-St a_ the for~mlae for cc Iculatqi=- erquipment life

e:-,x-ectancv -vaz-is for di-ffzerent cost/use relationships, the

foriulae for calculating the econ=- ic rep~air 3-imit also varies

for dil zeremlt cost/u'-se re lationshios - Table 1. - Aitendix 321

indicates certain cosmt/use relationships Vhich night be CC=-

sidered In develoning fornnlae for deee-ini.n equji;pmnt lite

e~xoctacv.. Thee sa cot/ase relatioasbios -i-1 be con-

sidered in developing f11or.mulaze for calculating the econmmic

remair li-mit - It will be convenient, howeer, to describe

the cotuerelationshims ofE Table I in terms that are

appropriate for application in the general equation for cal-

culating the economic repaIr Unit - There fore - Table 3 is nre-

sented for this nrs.

Fornulae :5or calcula-0ing the econmic repair lUnit are

Seveloped In Appendix Fl for each catego2v of cost/fuse be-

h-vior vattern that lends itself to a relativel3y si~le

dr ivation.. Table 4 surzsthe results and indicates

tbome categories wbe-re no simole- !vrz.-mala is possible -

Imhse cost/use rela-iomshizs are discussed in -soe
detail in A-arenix 11.
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I

TABLE 3

CATEGORIES OF VARIOUS COST/USE RELATIONSHIPS
CONSIDERED IN DEVELOPING FORMULAE FOR
ESTABLISHING ECONOMIC REPAIR LIMITS

CATEGORY/DESCRIPTION

I A. Support Cost vs. Use Relationships

1. = c

2. s' =c 1 + 2c2 t

3. S' = 2 .ct(n-1)

B. Disposal Value vs. Use Relationships

I. V =b
e U

!2. V = Ue 1 +qe

3. v (U-b) (tb-e) + b
3. V = b + qe

4. v e u - b +b
+ qe

C. Equipment Obsolescence

1. Use of like equipment indefinitely

2. Use of like equipment limited

D. Equipment Downtime for Maintenance Costs vs. Use Relation-
ships

1. D' =0

3. D'=l mPU \ t(m-l)

I I ~e -pe~I

I } I
I

I,

i _______
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TABLE 4

FORMULAE FOR CALCULATING THE ECONOMIC REPAIR LIMIT (ERL) AT
VARIOUS RATIOS OF EQUIPMENT AGE TO EQUIPMENT LIFE (r)
BY CATEGORIES OF VARIOUS COSTS/USE RELATIONSHIPS

Combinations of
Cost/Use Relation-

Cate- ships Described in Formulae
gory Table 3 (ERL) =

I Al, BI, clI, D1

B2 U-/
B3 a

2
II A2, BI, Cl, D1 (1-r) (U-b)+b-V

a

III A2, B2, Cl, Dl (l-r)2 U+r(3-2r) U -r(l-r)l, C-Va

V A2, B3, Cl, D! (l-r) (U-V-ce2r)+V -V
e *a

(U-b) (tb-e)
NOTE: V = +b; see Table

e tb+qe 2, Appen-
dix III
for value
of (e)

V A2, BI, C!, D2 (l-r) (U-b)-(l-r) (r)H U .j -bj +b-V

VI A3, Bl, C!, DI (l-r) (U-b) 1-- r-r +b-V
(n-i) (l-r) a

VII A3, BI, Cl, D2 (l-r) (U-b)(- (l-j n-l) (l-r)

_b(r-rn) + b-V
'(l-j) (n-i) a

VIII All other combi- (ERL) must be calculated for each
nations with C1 case

IX Any combination with (ERL) must be calculated for each
C2 caseI

1
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APPENDIX V

CALCULATION OF EQUIPMENT LIFE EXPECTANCY (e)

UNDER SPECIFIED CONDITIONS

r CAMORQ : Al, B!, Cl, D1

GEWEL EQUATION: C = N U V D S]
y t

CONDITIONS: N =
e

V =b

S c1 e

D -0

-- UL ATION: C~ = U- b + cle where U-b

dC... _7 V _ yU - b)

de ez

dC
Let d = 0 to find value of e when C is minimumde y

Thus, eZ -- 0
e

e =

ii

I

1
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CATEGORY: AlI, B2, Cl, Dl

GENERAL EQUATION: C = N[U V + D + Sj

CONDITIONS: N = V
e

U
V -

1 + qe

S c 1le

D=0

CALCULATION: C e - U + c]
y e LUq 1+ qe

c ygU + vc
y 1+qe

dC yq2U
=e (1 + qe) 2

de

dc
Let __ = 0 to find value of e when C is minimum

de

Thus, Vq2U2(=qe)2o

e =
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CATEGORY: Al, B3, Cl, Dl

GENERAL EQUATION: C = N - V + D + s]

- Y -

CONDITIONS: N =

(U -b)(t - e)tb

t b + qe

S c 1le

D 0

CALCULATION: C - U-- b + c e
y e tb + qe

where U > b and q > 0

_ y(U - b)il + q)
y t b + ae

dC - - yq (U - b)(1 + q)

y (t + qe)
de

dC
Let __ = 0 to find value of e when C is minimum

de 
Y

Thus, yq(U - b)(1 + q)=
(tb + qe)

2

e =
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CATEGORY: A2, Bi, 111, Dl

GENERAL EQUATION: C = N.[U -V + D + s]

CONDITIONS.: N = X.

e

V b

2
S c1 e+C2e

D 0

CALCULATION.: C~ Y [U b + c e + c 2 where U >b and

dC =- y(U +b) 2

y2 +Y 2

dee

Let dC 0 to find value of e when C is minimum

de

Thus, e 2 =
C 

2

Ub
e= 2-
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CATEGORY: A2, B2, Cl, Dl

GENERAL EQUATION: C y N[IU -V +D +SI

CONDITIONS- N =V
e

U
1-+ qe

2
S c ce + c2I1 2

D= 0

CALCULATION: C e [U I qe + ce e

yU
yi! +- C = + Yc e

y 1 + qe YC1  2

2dC va2

(I + qe)2 YC 2
de

dC

Let V = 0 to find value of e when C isy
de minimum

2

Thus, (1 + qe) -

C2

L1
L c2 -

k
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CATEGSORY: A2, B3, Cl, Dl

GENERAL EQATION: C y = N [U V +D+ S1

CONDITIONS: N =- X
e

V (U - b) (t b e) +b

t b+ qe

S C1 e+c2e2

D 0

Ue (tb e e 2 1CALCULATION: C - b [e) 
2]b -~

y e tb + qe 12 ~ e

dC =- vi(U - b) (l + cr) +

de IV(tb + e22

Let dC = 0 to find value of e when C is
- V y

de minimum

Thu-s, (tb + qe) 2= ( b)1+)

2

(U b)(1 + q)
qc2 q
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CATEGORY: A2, BI, Cl, D2

j GENERAL EQUATION: C =N -V +D +S

CONDITIONS: N
e

V 2
S c le + c2

1 2

CACLAIN c =Y b +_e

c y + ycI + Yc 2e
e

dC y (TiU b t

de 2
e

dC
Let y = 0 to find value of e when C is

y
de minimum

1-j b

Thus, e4 c2

Kc
U -(1 -) jb

e (l -j) c 2

[2
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CATEGORY: A3. BI, Cl, D1

GENERAL EQUATION: C = N [ U - V + D + S1

CONDITIONS: N -

e

V=b

S = cle + c2en

D=0

V f~
= Ve [U -N.: b + cle + c e n

CA LCULATI ON: C

dC y (U-b n 2

de 2 (n -yc 2 e

dC
Let y 0 to find value of e -when C is

deYd minimum

n U - b
Thus, e=

(n - i)c 2

Sb) c 2
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CATWORY: A3, El. Cl, D2

GEMI. UATION: C =N ?U-V+ D+S]
L

VCONIDITIONS: N =
e

v b

D~ U

-~ e c e~

y

dc C +(n ~- v~c n

-x - 2 (1-l e

de 2
e

Let dcV 0 1: cin avalue of t ben C
de m

U

(n - )c 2

e - )(n -lcj
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C~~GOB!, A l. 31.IDI

3

GF~RL A~OS e e e e
s 5t (Do,

0 0;

e l ij

a

C~ecia+ v - V

(~L =(1Z)It~~ eie - e~ e a

(U -17 e + v e V

so~~-- Thta O fcz able 2. AppendiX :111

~.ze. z0 orait value of a a~t
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CATEGOrj: A2, BI, Cl, Dl

GENERIM lgggJATI ON: e e e e
(ERL) = (1-r) e+ ' f dt +fD'dt] -fs'dt -fD'dt + Ve - V

o o a a

CONDITIONS: s' = c1 + 2c 2 t

D'= 0

V =b
e

e e

(ERL) = (-r) e  (cl+2ct)dt -f(c+2c t)dt + V - V
e f 12 2  t f 1  2  e a

o a

e 21

(ERL) = (l-r) U-V + c1 e + c 2 e23 - Lle(1r) - c2e2(1r2 + Ve - V

(ERL) = (1-r) [UVV - c 2 e 2 r + Ve - V

But e 2=- from Tabl.e 2, Appendix III; and V =b, so that
c 2  e

(ERL) =(1-r) [ub - (U-b)r] + b-V

[e a

=2

i (ERL) = (U-)-r) + b-V2

e e a
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CATEGORY: A2, B2, Cl, Dl,

GENERAL EQUATION: e e e e

(ERL) = (l-r) [U-Ve +fS'dt +fD'dt]-IS'dt-fD'dt + Ve - Va

0 0 a a

CONDITIONS: S' = c 1 + 2c2 t

D' 0

U
e 1+ qe

(ERL) = (l-r) U-Ve + c 1 e + c 2 e2- ci (e-a) + c2 (e2-a 2  + Ve - Va

(ERL) = (1-r) U-Ve - c2 er + Ve - Va Eq. (1)

Ve = U for this category of equipment, and
l+qe

e IrUF for thi. category (from Table 2, Appendix III

Thus,

- U U -2

2 U 2 r- + 1

2
Substituting for Ve and e in Eq(l)

(ERL) v (l-r) {U- -c 2 r ( - 2\U_--+ 2) +V - V

-- 2(ct 2 q 2  qa

( cont' d)
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(ERL) = (1-r) [U-c2U- rU + 2rc2U_ r c2 ]+ c2U__ V

q q q2 q

I (ERL) = (1-r) U(l-r) -2 ) (1-2r) - r c2 1 +c 2 + - V

-- a
q(R) 1-)2 (vcy C2 7

ERL) = (l-r) 2U - (1-r)(1-2r) _ r(l-r) 2  + 2V
-lq -q- a

(ERL) = (1-r)2 U + (3r-2r2)( 1 r(l-r) c2 -V

q
(ER,) =(1-r) 2 U +(-r 2U rl c 2 -V

-- a

q
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CA LTEGORY: A2, B3, Cl, Dl

GENEAL EQUATION: e ee e

(ERL) = (1-r) Eu-v +fsdt + fDdtj ,d f'd
lu e -f'd ifed I V e a

0 0 a a

CONDITIONS: so C C 1 + 2c2 t

D' 0

v (U.-b) (t b-e) b
e t b+qe +

(ERL) = (1-r) [U e + c 1e + c 2 e 21 [c1(e-a) + c 2(e 2 _a 2+ V V

ei 
2 2 +~ (1 V~ 2 1- VV-

(ERL) = (1-r) +- c e +--

I er
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CATEGORY: A2, BI, Cl, D2

T GENERAL EQUATION: e e e e
i"e e e a

(ERL) v +lr - +fS-dt +jD'dj fsdt-rD'dt+ e -Va

O O a a

CONDITIONS: SO = c 1 + 2c2 t

D' 1-j

V =b
e

(ERL) = (1-r) - b + Pc + 2c 2 t)dt + (1-j)e fdt} -f(C 1 +2c 2 t)dt

o 0 a

e
ir (dt + b V

(1-j)e a
a

Ir

(ERL = 1~rLU~+Cie+C +iUj -{c clela) + c 2 e2 - "}

(ERL) = (l-r) - b + cle + 2 + l]-j) + c 2 e )
(iu +--) + b -V

1-j e a

a
But r = - so that

(ERL) (1-r)[U - b - c 2 e2r] + b - Va

But e 2 --- from Table 2, Appendix III so that
(1-j) 

2
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CATEGORY: A3, BI, Cl, Dl

GENERAL EQUATION: e e e e

(ERL) = (1-r)[U-V +fS'dt + fD'dt] -fSdt fD'dt + Ve- VF •j i e a

o o a a

CONDITIONS: S' = c, + t(n-1)n 2

D' 0

V b

(ERL) = (1-r) U-V + c1 e + c2e - (e-a) + c 2 (e -a ) + V - Vnl (:n
(ERL) = (1-r) V + c e + c en - c e - )- c 2 en _ - + V - V

[-e 1 2n e a

a
But - = r so that

e

(ERL) = (l-r) -V - Cenr r1-r + V - V

LU e 2\ 1-r j e a

n U-b
But V e= b and e (n-)(c for this category from Table 2,

Appendix III. Thus,

(ERL) = (1-r) U - b (U-b)r + b V[n-i 1-~rjI a

I r~rn
(ERL) = (1-r) (U-b) 1 - ( + b -V

a
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CATEGORY: A3, Bl, Cl, D2

GENERAL EQUATION:ie eJ't e

(ERL) = (l-r) U Ve +fS'dt +JS'dt t +

0 a a

CONDITIONS: S' c, + nc t(n-1)
2

D 9

Ve

(ERL) = (l-r) U V e  ce + cen + - C e-a) + c2 (e-na-

(,a)
l- e + V

1-)e a

(EL U- [-Ve + c e +c e n + a - c 2) ce n(i,_

- )+ v -
lj e e a

But =r so that,e

(ERL) = (l-r) [U- V - c e n r ( 1
-  ' ] + V - v

e 2 1l-r "/J e a

But V = b, and e = U-(l-j)b for this category from Table .2,Bu ade (1-j) In'l)E- cI

Appendix III .Thus

(ERL) = (l-r) - (U-(-)b) (r) ( n-)
[U-(lbTj) (n-i) (1r + b a a

(ERL) (l-r) (U-b) (l- n-!) (-r) (l-j) (n-i) + b- a

1v

Kr
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